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Mirror Stereoscope
300 mm. x 300 mm. Aerial Stereoscope 
for Reading Aerial Photographs

Specifications & Features

Max Picture Format:   300mm×300mm

Interpupillary Distance: 54-76mm

Magnification of Viewing System

With Binocular Microscope:  3×

Without Binocular Microscope:  1×

Field of View

Stereoscope 18x23 cm

BN3 Binoculars 70 mm

• ตัวกลองทำมาจากโลหะ ไมเปนสนิม
• ตัวเลนสกลองสองตา มีกำลังขยายสูงสุด 8 เทา (มาตรฐาน 3 เทา)
• เลนสขยายภาพมีกำลังขยาย 1.8 เทา (Swing-IN Magnifier)
• ความหางของกลองสองตา สามารถปรับไดระหวาง 55-75 มิลลิเมตร

พรอมขÿดแบงและตัวเลขกำกับ
• มีขนาดของพčďนที่ที่มองเห็นอยูระหวาง 180-230 มิลลิเมตร
• เครā่องวัดระยะเหลื่อม (Parallax Bar) มีหนาตัดเปนวงกลม

พรอมขÿดแบงและตัวเลข สามารถทำงานไดถึง 50 มิลลิเมตรและ
มีขÿดแบงอานความละเอียดไดถึง 0.05 มิลลิเมตร สามารถ
อานไดโดยประมาณได 0.1 มิลลิเมตร

• กลองอานภาพถายทางอากาศมีน้ำหนัก 4 กิโลกรัม

Designed for detailed interpretation of 

aerial photographs, this stereoscope 

delivers sharp, stable stereoscopic 

images and is easy to operate. The 

precise optical system minimizes 

distortion of the stereoscopic model 

observed through the stereoscope, 

ensuring accurate interpretation. The 

18 cm x 23 cm field of view is wide 

enough to cover the entire area of 

aerial photographs 23 cm x 23 cm in 

size. In addition, the stereoscope is 

designed so that the distance between 

the two photographs remains constant 

for any length of the eye-span.


